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Description
Intrusion-Aid DSC Concentrate is a Normal Range 
Water Reducing Grout Fluidifier, meeting the require-
ments of ASTM C 937.  DSC Concentrate improves 
flow and allows for reduced water-to-cement ratio for 
increased compressive strength.  It provides improved 
stability to reduce bleed and segregation.  Plastic 
expansion compensates for shrinkage prior to set.  
DSC Concentrate was designed for augercast grout 
with a moderate strength requirement in favorable soil 
conditions.  Intrusion-Aid DSC Concentrate meets the 
requirements of a Type A, water-reducing admixture 
according to ASTM C 494.

Applications
• Augercast (ACIP) Piling
• Fluid Grout

Features and Benefits
• Improved Fluidity
• Reduced Water-to-Cement Ratio for Increased   
 Compressive Strength
• Shrinkage Compensation

Applicable Standards
• Grout Fluidifier per ASTM C 937
• Type A, water-reducing admixture per ASTM C   
 494

Compatibility
This product is compatible with most commercially 
available concrete admixtures.  The exception being 
admixtures that contain naphthalene sulfonate, which 
can cause unpredictable changes in workability.
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Mixing
Water-soluble bags should be dropped into the ready-
mix truck and mixed for 3-5 minutes (at mixing speed) 
or 70 revolutions of the drum.

Dosage
The recommended dosage is 1.56 pounds per cubic 
yard.  The contents of one pail will treat two nine cubic 
yard loads of grout or concrete.  In most cases, varia-
tions in dosage are acceptable.  Contact a Specrete 
representative for more specific information.

Packaging
This product is packaged in a 28 pound pail containing 
(4) 7 pound water soluble bags.  

Storage
This product should be stored in a dry location, pro-
tected from moisture and contamination.  Sealed 
plastic pails will prevent rainwater from damaging the 
product.  However, changes in humidity can cause the 
water-soluble bags to crack over time.  When storing 
pails for an extended period of time, it is recommend-
ed to store them in an indoor, and preferably condi-
tioned, space to prevent damage to the water-soluble 
bags.  Specrete additives are not subject to damage 
from freezing temperatures. 

Precautions
This product is classified as a nuisance dust.  Since 
all of the powder is contained in a water-soluble bag, 
dust should not be an issue with recommended use.  
However, in the event of exposure to dust, follow the 
precautions for nuisance dust and those detailed on 
the Safety Data Sheet.

Specrete
Grouting Additives

Disclaimer and Limitation of Warranty
The information and recommendations contained in this publication are reliable and reflect the results of Specrete-IP’s most current developments and tests. 
However, the appropriateness and suitability of specific uses and applications of any Specrete product must be determined and verified by the user. Further, 
the successful application of any Specrete product is critically dependent on user’s following in all respects and details the recommended and industry standard 
procedures in preparation and application. Thus, as a consequence of the numerous factors on which successful application depends, Specrete-IP makes no 
warranties of any kind, express or implied, including those of merchantability and fitness for purposes and all claims including without limitation those sounding in 
breach of warranty, negligence, strict or product liability are limited to the purchase price of the material.  Applicable standards based on in-house laboratory testing.


